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G. M. DIEMERT ARCHITECT INC.
SUITE 201
957 FOURTH AVENUE EAST
OWEN SOUND, ONTARIO, N4K 2N9,  
tel: 519-376-1975

Revision History

OWNER:

CVH (No.8) LP - SOUTHBRIDGE
CARE HOMES
766 HESPELER ROAD, SUITE 301
CAMBRIDGE, N3H 5L8
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STATION:
150MM CONCRETE PAD 
ON 200MM GRANULAR A 
ON COMPATED GRANULAR B FILL

5000X 1200 WALK-IN COOLER
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SITE ELEMENT LEGEND:

LIGHT POLE &  CONC. BASE

BOLLARD- HOT DIPPED GALVANIZED AFTER FABRICATION- 150 DIA- PROVIDE
CAPS

BARRIER- FREE PARKING C/W POST MOUNTED ON CONC. WALL
OR BOLLARD.

EXISTING UTILITY POLE

EXISTING FIRE HYDRANT

CURB FACED WALK - REFER TO CIVIL DRAWINGS FLUSH CURB TO ASPHALT
WHERE NOTED

150mm HIGH CURB - REFER TO CIVIL DRAWINGS

CONCRETE WALK: 125mm THICK C/W 10M AT 300mm EA. WAY.

SPIRAL BIKE RACK BY 'CANAAN SITE FURNISHINGS' MODEL CAH-717

FIRE ROUTE SIGN C/W POST AS PER MUNICIPALITY'S FIRE ROUTE
BYLAW

TACTILE WALKING SURFACE INDICATOR, RED, CAST IRON- REFER
TO INSTALLATION REQUIRMENTS OPSD 310.031, 310.033, 310.039

LP

HP

HYD

CFW

CURB

CONC

F

TWSI

BIKE RACK

BARRIER FREE ENTRANCE SIGN, PROVIDE ARROW IN DIRECTION
OF ENTRANCE

BF

BENCH SEATING, REFER TO SPEC

RAISED PLANTER, REFER TO SPEC FOR DIMENSION AND QUANTITY

VISITOR PARKING ONLY SIGNV
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POSITIVE
SLOPE 1/3 MAX 

38X140 TOP RAIL

38X140 CONTINUOUS RAIL

1X6 WOOD FENCE BOARDS FASTENED TO
2X6" RAILS. AT TOP AND BOTTOM OF

EACH BOARD AND AT EACH LOCATION
WHERE BOARD CROSSES DIAGONAL

BRACING  FASTEN BOARD WITH 2-2" HOT-
DIPPED GALV. SCREWS TO G=185.

BOARDS ARE TO BE INSTALLED TIGHT TO
ONE ANOTHER.

38X140 DIAGONAL BRACING
(SEE ELEVATIONS)

NOTE:
- ALL WOOD TO BE PRESSURE
TREATED WOOD

140X140 WOOD POST
BEYOND

38X140 CONTINUOUS
BOTTOM RAIL

SLOPE TO DRAIN TYP.

NEW ENGIN
EERED FILL

  

MIN. 150 mm
COMPACTED

GRANULAR 'A' BASE

EXISTING GRADE
UNCHANGED

INCREASE GRANULAR 'A'
DEPTH TO SUIT

CHANGING GRADE
ELEVATIONS UP TO
400mm MAX DEPTH

ADD ADDITIONAL COURSE
TO SUIT GRADE

ELEVATION FOLLOWING
MIN, 150 GRANULAR 'A'

FILL BELOW

CONCRETE
CURB-
PROVIDE 2
15M REBAR IN
LENGTH OF
CURB
REQUIRING
GUARD

PRECAST CONCRETE
RETAINING WALL

ENGINEERED RETAINING
WALL, PROVIDE SEALED

SHOP DRAWINGS  

100mm DIA. PERFORATED
DRAIN C/W FILTER SOCK
CONNECTED TO ON-SITE

STORM SEWER MAIN LINE C/W
INSERT-A-TEE OR SIMILAR EXISTING GRADE
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MIN. 150 mm
COMPACTED

GRANULAR 'A' BASE

EXISTING GRADE
UNCHANGED

INCREASE GRANULAR 'A'
DEPTH TO SUIT

CHANGING GRADE
ELEVATIONS UP TO
400mm MAX DEPTH

ADD ADDITIONAL COURSE
TO SUIT GRADE

ELEVATION FOLLOWING
MIN, 150 GRANULAR 'A'

FILL BELOW

LANDSCAPE FINISH
SEE SITE PLAN

CONCRETE
CURB-
PROVIDE 2
15M REBAR IN
LENGTH OF
CURB
REQUIRING
GUARD

PRECAST CONCRETE
RETAINING WALL

ENGINEERED RETAINING
WALL, PROVIDE SEALED

SHOP DRAWINGS  

50MM DIA. HOT-
DIPPED GALVANIZED

GUARD RAIL WITH
MID RAIL- POSTS SET

AT 1800 O.C.  

12MM DIA. HOT-
DIPPED GALVANIZED
BALUSTERS SPACED

100 O.C.  

EXISTING GRADE

MAX 100MM

38

SET FENCE POST IN
CONCRETE - REFER TO

DETAIL

LOCATE CONC POST 
NEXT TO LIGHT 
STANDARD BASE TO 
PERMIT DIMENSIONS 
PROVIDED

BUILD OUT FACE OF 
POST C/W 38X89- 
CENTRED ON POST- 
TYPICAL EA. SIDE OF 
LIGHT STANDARD

EXTEND TOP RAIL

SCALE: 1:200
1 SITE PLAN

A-001

SCALE: 1:20
7 RETAINING WALL DETAIL

A-001

SCALE: 1:20
8 RETAINING WALL DETAIL - METAL GUARD

A-001

SCALE: 1:20
9 LANDSCAPE FENCE AT LIGHT STANDARD

A-001

COLOURED HATCH INDICATES
FUTURE MUNICIPAL RIGHT OF WAY

SITE PLAN NOTES:

1. ALL CURB, GUTTER AND SIDEWALKS CONSTRUCTED ON MUNICIPAL
PROPERTY TO BE CONSTRUCTED TO APPLICABLE OPSD STANDARDS

2. SIDEWALKS PROVIDED ALONG BARRIER-FREE PATH OF TRAVEL ON SITE
(EXTENDING FROM FRONT DOOR OF BUILDING TO BARRIER FREE PARKING
STALL) TO APPLICABLE AODA STANDARDS. MUNICIPAL SIDEWALKS
CONSTRUCTED BY OWNER TO INCORPORATE TWSI PLATES WHERE
INTERSECTING WITH VEHICLE ENTRANCES/ EXITS.

3. BOLLARDS TO BE INSTALLED AS ILLUSTRATED ON CIVIL,
ARCHITECTURAL, MECHANICAL & ELECTRICAL DRAWINGS- VERIFY
REQUIRED CLEARANCES TO MECHANICAL AND ELECTRICAL EQUIPMENT
FOR INSTALLATION AND SERVICING

4. PROVIDE BOLLARDS AS REQUIRED BY IN-GROUND DISPOSAL
CONTAINER'S MANUFACTURER'S REQUIREMENTS- FIELD VERIFY
LOCATION

ZONING INFORMATION

REGULATIONS
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LOT FRONTAGE (m) MIN.

FRONT YARD (m) MIN.

PARKING CALCULATION- SECTION 3

USE NUMBER OF VEHICLE
PARKING STALLS

REQUIRED

TOTAL PROVIDED

 NUMBER OF
STALLS

REQUIRED

99 STALLS

PROPOSED
AREA OR

UNITS
PROPOSED

NURSING HOME 1 PER 3 BEDS
54 PARKING

STALLS
REQUIRED

160 BEDS 

Height
when used with reference to a building or structure shall mean the vertical distance
between the finished grade at the front of the building or structure and the highest point
of the roof surface or parapet, whichever is the higher but exclusive of any structure
accommodating an elevator, staircase, water tank, ventilating fan, skylight, aerial,
steeple, cupola, chimney, firewall, smoke stack or other ornamental or utilitarian
structure which rises above the roof level but does not provide habitable living space.

Landscaped Open Space
open space comprised of lawn and/or ornamental shrubs, flowers and trees, but shall
not include parking areas, traffic aisles, driveways, ramps, sports courts (such as tennis
or basketball courts), or areas used for the storage of equipment, vehicles or other
materials.

Retrieved from "Municipality of South Huron Zoning By-Law" Section 2; Definitions

2

1

TOTAL REQUIRED BARRIER
FREE STALLS

1 Plus 3% of the spaces
provided

79.7 m

MUNICIPALITY OF SOUTH HURON- R3-18

LOT AREA (m2) (EXCLUDING FUTURE MUN. R.O.W.) 15,859.8 m2

PROPERTY DEPTH (m) MIN. 192.25 m

ZONE COVERAGE MAX.

6m

11.8 & 22.1m

7

REAR YARD (m) MIN.

5 INTERIOR SIDE YARD (m) MIN.

9

LANDSCAPED OPEN SPACE MIN.

10

MAIN BUILDING HEIGHT (m) MAX.

29.6m

25% (3,396m2)

15m

6350 m2  (40%)
4 BF PARKING

STALLS
REQUIRED

BOL.

AMENITY AREA PER UNIT = (INCLUDES; RESIDENT
OUTDOOR SPACE, LANDSCAPED OPEN SPACE,
LIBRARY, CHAPEL / THEATRE, LOBBY
LOUNGE,FAMILY DINING, RESIDENT COMMON AREA,
AND RHA LOUNGES / ACTIVITY, RESIDENT DINING)

2465.7m2

TOTAL PROVIDED 6 BF STALLS

TOTAL TYPE 'A' STALLS 2 REQUIRED 3 PROVIDED

TOTAL TYPE 'B' STALLS 2 REQUIRED 3 PROVIDED

3% OF 99
STALLS = 3.

3+1 = 4
REQUIRED

REQUIRED

6m

3 m

10 m

15m

12,175m

20 m

38 m

40 %

30 %

14m2 / UNIT;
129 UNITS =

1806 m2

15       ISSUED ZONING APPLICATION                    OCT. 09 2025

PHYSIOTHERAPY
(PROFESSIONAL OFFICE)

12 PARKING
STALLS

PROVIDED
140m2 


